WED-180V

Veterinary Ultrasound Scanner
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WED-180V is suitable to do an ultrasound examination and GA measurement for
cat, dog, swine, sheep and equine.

Scanning Mode : Convex/Linear/Micro-convex
Probe Connector : 2
Cine-loop : 2500 frames
Standard Configuration: 6.5MHz Vet Rectal Probe
Optional Configuration: 3.5MHz Convex Probe
7.5MHz Liner Probe
5.0MHz Micro-convex Probe
Video Printer
Cart
Biopsy Bracket
Image Storage : =64 frames | Support U disk storage
Scanning Depth : 40-250mm
Scanning Angle : Visible and adjustable
Display Mode : B, B+B, B+M, B+2M, M, 4B
TGC Total gain, 8-5egment TGC Adjustment
Image Control : Black/white, left/right, up/down, brightness, scanning line density,

dynamic range, focus number, focal space, focal position,
frame correlation, M velocity, acoustic power

Image Process: Image smoothing/ sharpening, THI, Gama correction, histogram, pseudo color
Real-time Depth : 16-level adjustable, zoom
Measurement: Distance, circumference, area, volume, obstetrics
(GA for equine, bovine, sheep, swine, cat, dog)
Report: Measurement reports automatically generate
Body Marks : =16 types
Notation Date, time, name, patient ID, sex, age, doctor, hospital,
full screen annotation edit, body marks, position indicator
Port : PAL-D, RS-232, USB2.0

Optional Probe:

-

(__3.5MHz Convex Probe ) (__7.5MHzLinear Probe ) (6.5MHz Vet Rectal Probe D (_5.0MHz Micro-convex Probe )
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What's NEW ?

Net weight : 6.1kg
== 12.1"TFT color LCD(1024*768)
THI(tissue harmonic imaging)

Automatic report generation(Normal/OB)

Full Digital Ultrasonic Diagnostic System

Probe automatic identification(2 probe connectors)
Scanning angle adjustment (Convex)
pseudo color : 3 difference

Full Digital Technology

Full digital engine with non tortured echo ensuring high definition images

RDA
Dynamic Receiving Facusing Dymamic Receiving Apodization
DRF DRA
For Human Scanning Mode : IConvex!LinearfMicro—convex
Probe Connector : 2
Cine-loop : =500 frames
Standard Configuration: 3.5MHz Convex Probe
Optional Configuration: 7.5MHz Linear Probe
5.0MHz Micro-convex Prabe
6.5MHz Transvaginal Probe
7.5MHz Endorectal Probe
Video Printer
Cart
Biopsy Bracket
o 8-Segment TGC Adjustment Image Storage : =64 frames ; Support U disk storage
Display Depth : 40-250mm
Scanning Angle : Visible and adjustable
Display Mode : B, B+B, B+M, B+2M, M, 4B
Had, TGC : Total gain, 8-Segment TGC
2 Dlglta[ Encoder Knobs Image Control : Black/white, left/right, up/down, brightness, scanning line

density, dynamic range, focus number, focal space, focal position,
frame correlation, M velocity, acoustic power

Image Process: Image smoothing/ sharpening, THI, Gama correction, histogram, pseudo color
Real-time Depth : 6-level adjustable, zoom
Measurement: Distance, circumference, area, volume, cardiac, GA, EDD, FW
. Report: Abdomen, urology, obstetric, cardiac reports automatically generate
« Back-LitKeyboard Body Marks : =40 types
Notation : Date, time, name, patient ID, sex, age, doctor, hospital,
full screen annotation edit, body marks, position indicator
Port : PAL-D, R5-232, USB2.0

Multi-frequency probes
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(_ 3.5MHz Convex Probe ) ( 75MHzlinearProbe )  ( 50MHzMirco-convex Probe ) (  6.5Mhz Transvaginal Probe ) (7.5Mhz Endorectal Probe
Application : Abdomen, Application : Superficial tissue, Application: Pediatric, Cardiac Application: Transvaginal Application: Endorectal

GYN, OB, Urology Small parts, Blood vessel
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